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e NOTES: SHEET NOTES:
& 1. References: . ) . The Contractor shall connect the system ground provided by Skyway contract.
= - Fgr $pEI|8<:4<:|ObIe details see Grounding Detail The system ground #500 kCMIL shall be exothermically connected from SAS contract.
S shee - .
& The Contractor shall visually inspect the ground connection to the pier column. °
o« 2. The system ground shall be continuously and The ground connection is #250 kCMIL to the system ground. 5
a mechanically connected as noted on the sheet Y
] notes. The Contractor shall provide the The Contractor shall visually inspect the ground connection to the service platform. <>‘(N
inspection report to the engineer. The ground connection is #4/0 AWG, routed inside an existing conduit to the system SN
1 ground. © &
O —
= The Contractor shall V|suc1||y inspect the ground connection to the cable fray racks. i
= The ground connection is #4/0 AWG, located 1/3 the distance between pier columns. fapay
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= The Contractor, shall disconnect and remove the connected system ground routed inside 55
= & 03/08/10| MEP INTEGRATION SYC| FW| 110 +he existing hinge conduits. This ground conductor shall be re-installed together with ey
© MARK | DATE DESCRIPTIONS BY |CH’ DlCCo® 15 kV feeder cable. The ground conductors shall be exothermically connected. DETA'LS Wy
& REVISIONS @ The Contractor shall visually inspect the ground connections o the ground bar inside BRIDGE STR CTURES GIRDER EASTBOUND aF
= CONTRACT CHANGE ORDER NO. the substation. The bar is connected to the system ground. MAIN BRIDGE SYSTEM GROUNDING-EB m—
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